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This specification is approved for use by the Departnent of the
Navy and is available for use by all Departnents and Agencies of
t he Departnent of Defense.
1. SCOPE
1.1 Scope. This specification covers Fuel G|, Reclained (Stock
Nunmber NSN 9140-01- 068-6903) which is produced as a product of
Navy recl amati on operations (product use is described in 6.1).
2. APPLI CABLE DOCUMENTS

2.1 Governnent docunents.

2.1.1 Standards. The follow ng standards forma part of this
docunent to the extent specified herein. Unless otherw se
specified, the issues of these docunents are those listed in the
i ssue of the Departnent of Defense |ndex of Specifications and
St andards (DCDI SS) and suppl enent thereto, cited in the
solicitation.

Beneficial comrents (recomendations, additions, deletions) and
any pertinent data which nay be of use in inproving this docunent
shoul d be addressed to Commandi ng O ficer, Navy

Petroleum O fice, 8725 John J. Kingnman Road, Suite 3719, Fort

Bel voir, VA 22060-6222, by using the self-addressed

St andar di zati on Docunent | nprovenent Proposal (DD Form 1426)
appearing at the end of this docunent or by letter.
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DI STRI BUTI ON STATEMENT A. Approved for public rel ease;
distribution is unlimted.
STANDARDS

FEDERAL
FED- STD-313 - Material Safety Data Sheets
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FED- STD- 791 - Lubricants, Liquid Fuels, and Rel ated
Products; Methods of Testing

M LI TARY
M L- STD- 105 - Sanpling Procedures and Tables for
I nspection by Attributes
M L- STD- 290 - Packagi ng of Petrol eum and Rel ated Products

Unl ess ot herw se indicated, copies of Federal and Mlitary

speci fications, standards and handbooks are avail able fromthe

St andar di zati on Docunent Order Desk, 700 Robbins Avenue, Buil ding
#4, Section D, Philadel phia, PA 19111-5094.

2.2 Non- Governnent Publications. The follow ng docunents forma
part of this specification to the extent specified herein. The
I ssues of the docunents which are indicated as DOD adopted shal |
be the issue listed in the current DODI SS and the suppl enent
thereto, if applicable.

AVERI CAN SOCI ETY FOR TESTI NG AND MATERI ALS (ASTM

D 88 - Saybolt Viscosity

D 93 - Flash Point by Pensky-Martens C osed Tester,
Test Met hod For (DOD adopt ed)

D 97 - Pour Point of Petroleum QO ls, Test Method For
(DOD adopt ed)

D 129 - Sulfur in Petroleum Products (General Bonb
Met hod), Test Method For (DOD adopted)

D 287 - APl Gravity of Crude Petrol eum and Petrol eum

Products (Hydroneter Method), Test Method For
(DOD adopt ed)

D 396 - Standard Specification for Fuel Qls

D 445 - Kinematic Viscosity of Transparent and Opaque
Li quids (and the Cal cul ation of Dynam c
Viscosity), Test Method For (DOD adopted)

D 473 - Sedinment in Crude and Fuel G ls by Extraction

D 482 - Ash from Petrol eum Products, Test Method For
(DOD adopt ed)
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D 808 - Standard Test Method for Chlorine in New and
Used Petrol eum Products (Bonmb Met hod)

D 1796 - Water and Sedinent in Fuel QOls by Centrifuge
Met hod (Laboratory Procedure)

D 4057 - Standard Method of Sanpling Petrol eum and
Pet rol eum Products (manual) (DOD adopt ed)

D 4177 - Standard Method of Sanpling Petrol eum and
Pet rol eum Products (automatic) (DOD adopted)

E 29 - Recommended Practice for Indicating Wich Places

of Figures Are to Be Considered Significant in
Specified Limting Val ues (DOD adopt ed)

(Application for copies should be addressed to the Anerican
Society for Testing and Materials, 1916 Race Street,
Phi | adel phia, PA 19103.)

ENVI RONVENTAL PROTECTI ON AGENCY ( EPA)

Title 40 Code of Federal Regul ations (CFR) part 266 - Standards
for the Managenent of Specific Hazardous Wastes and Specific
Types of Hazardous WAste Managenent Facilities

Title 40 Code of Federal Regul ations (CFR) part 761 -
Pol ychl ori nat ed Bi phenyl s (PCBs) Mnufacturing, Processing,
Di stribution in Conmerce, and Use Prohibitions

(Application for copies of the above CFR docunents shoul d be
addressed to the Superintendent of Docunents, U. S. Governnent
Printing Ofice, Washi ngton, DC 20402.)

(Non- Gover nnent standards and ot her publications are
normal |y avail able fromthe organi zations that prepare or
distribute the docunents. These docunents al so may be avail abl e
in or through libraries or other information services.)

2.3 Oder of Precedence. 1In the event of a conflict between the
text of this docunent and the references cited herein (except for
rel ated associ ated detail specifications or specification
sheets), the text of this docunent takes precedence. Nothing in
t hi s docunent, however, supersedes applicable |aws and
regul ati ons unless a specific exenption has been obtai ned.
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3.  REQUI REMENTS

3.1 General. Requirenents contained herein are not subject to
corrections for tolerance of test nethods. |If nmultiple

determ nations are made by the inspecting | aboratory, average
results wll be used except for those test nethods where
repeatability data are given. |In those cases, the average val ue
derived fromthe individual results that agree within the
repeatability limts given may be used at the discretion of the
i nspection authority, provided an indication is given of the
total nunber of results obtained and the nunber falling outside
the repeatability Iimts. For purposes of determ ning
conformance with each requirenent, an observed val ue or

cal cul ated val ue shall be rounded off “to the nearest unit” in
the last right-hand place of figures used in expressing the
[imting value, in accordance with the roundi ng-off procedures
given in ASTM E 29.

3.2 Material. Fuel OI, Reclained shall consist of a m xture of
distillates and residual fuel and may contain used |ubricants or
ot her used oil products. The product nust be in conformance with
40 CFR 266 for On-Specification Used G| Fuel to neet the

requi renents of Fuel O, Reclainmed. A product that is subject
to regul ation as a hazardous waste or that is mxed with a

hazar dous waste does not neet the requirenments of this

speci fication.

3.2.1 Additives. The additives listed herein nay be present
singularly or in conbination as a result of different fue
sour ces.

3.2.1.1 Stabilizer Additives. Fuel Ol Stabilizer Additive,
conformng to DOD A-24682 (and listed in the current QPL-24682,
may have been bl ended into the original distillate fuel for
addi ti onal protection against deterioration at a dosage up to 100
mlligranms per liter (37.9 grans/ 100 gallons (U S.) or 35 pounds/
1, 000 barrels).

3.2.1.2 Antioxidants. An approved antioxidant may have been

nl ended into the original jet fuel to prevent the formation of
guns and peroxi des after manufacture. The concentration of the
antioxidant may range from17.2 ng to 24 ng of active ingredient
per liter of fuel (6.0 to 8.4 |b/1000 barrels). The follow ng
anti oxi dant fornul ati ons are approved:

2,6-di-tert-butyl - 4-net hyl pheno
6-tert-butyl -2, 4-di net hyl pheno
2,6-di-tert-butyl phenol

75 percent mninmum2,6-di-tert-butyl phenol 25 percent
maxi mum tert-butyl phenols and tri-tert-butyl phenols
e. 72 percent mninmm6-tert-butyl-2,4-di net hyphenol 28

aooo

percent maximum tert-butyl-nethyl phenols and tert-butyl -
di met hyl phenol s
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3.2.1.3 Metal Deactivator. A netal deactivator, N, N

di salicyclidene-1, 2 propanedi am ne may have been bl ended into
the original fuel in an amobunt not to exceed 5.8 mlligrans of
active ingredient per liter of fuel (2.2 granms/100 gallons (U S.)
or 2 Ib/1,000 barrels).

3.2.1.4 lgnition Inprover. Ignition Inprover additives nmay have
been added to the original fuel to raise the ignition quality of
the fuel. The follow ng additives are approved:

Anmyl Nitrate (mxed primary nitrates)
Hexyl Nitrate (N-Hexyl Nitrate)

Cycl ohexyl N trate

N-Cctyl Nitrate

3.3 Chem cal and Physical Requirenents. The fuel shall conform
to the physical and chem cal requirenents specified in Table I
The val ues provided for variability unless otherw se stated.

TABLE |. CHEM CAL AND PHYSI CAL REQUI REMENTS. 1/ 2/
FED- STD- 791 ASTM
Characteristics Requi rements Test Method Test Method
Fl ashpoint, °C (mn.) 38 D 93
Expl osi veness, % (nmax.) 50 1151.1
Wat er & Sedi nment, % (nmex.) 2.0 D 1796
Sedi ment, % (nmex.) 0.5 D 473
Density (APl Gravity @60°C) (25-40) D 287
Vi scosity at 40°C, Cst 2.0 - 15.0 D 445
Viscosity at 50°C, SU 30 - 90 D 88
Pour Point, °C (max.) -6.7 D 97
Neutrality Neut r al 5101 ----
Sul fur content, % (nmax.) 2.0 D 129
Sul fated Ash, % (max.) 0. 15 D 482
Trace netals, ppm (nmax.)
Arsenic 5 3040*/ 3050
Cadm um 2 EPA SW 846
Chrom um 10 and
proposed
Lead 100 met hod for
eval uati ng
solid
wast e
Tot al Hal ogen3/ 1000 ppm ASTM D 808- 87
* Recomended only for non-sedi nentaceous oils.
1/ Inthe US., limts for sulfur, netals, halogens, PCBs or

ot her constituents shall be as specified or as regul ated by EPA
State or local regulations where the fuel is to be burned,
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whi chever is nore restrictive. |In foreign countries the sulfur
l[imt shall conformto the limt established in the Status of
Forces Agreenent.

2/ Requirements may vary in accordance with changes in Federal,
State and | ocal environmental regulations and with specific user
equi pnment requirenents.

3/ Fuel QI, Reclainmed is intended to be nmanaged as an On-
Specification Used G| Fuel under this specification in
accordance with regulations for Used G |s provided by 40 CFR 266.
Fuel G|, Reclainmed containing nore than 1,000 ppm total hal ogens
is presuned to be a hazardous waste and is not acceptable for use
under this specification. This presunption can be rebutted by
denonstrating that the oil does not contain significant
concentrations of hazardous waste, in which case the oil is
acceptabl e for use under this specification and can be nanaged as
a Used QI Fuel under 40 CFR 266. Fuel QG I, Reclained containing
nore than 4,000 ppmtotal hal ogens that is not a hazardous waste
is regulated as an O f-Specification Used Q| Fuel under 40 CFR
266.

3.4 Requlatory Requirenents. Because Fuel G|, Reclained is a
product of a mxture of a variety of oils, the product is subject
to regulation by 40 CFR 266, Subpart E. Generators, suppliers
and users of Fuel O, Reclained are al so subject to applicable
envi ronmental regulations in 40 CFR 266.

4. QUALITY ASSURANCE PROVI SI ONS

4.1 Responsibility. Unless otherw se specified in the contract
or purchase order, the Navy is responsible for the performance of
all inspection requirenents as specified herein. Except as

ot herwi se specified in the contract or purchase order, the Navy
may use its own or any other facilities suitable for the
performance of the inspection requirenents specified herein.

4.2 Bulk Lot. Bulk lot shall be considered an indefinite
guantity of a honbgeneous m xture of material offered for
acceptance in a single isolated container.

4.3 Honbgeneity. The honogeneity of the product wll be
determ ned by neasuring density (APl Gavity) using ASTM
Test

4.4

4.5 Method D 287. Lots will be considered honbgeneous if the

determ nations for the upper, mddle and | ower sanples do
not vary fromthe average by nore than 0.5 for APl Gavity.

4.4 Sanpling.

4.4.1 Sanpling for Tests. Sanples for tests shall be taken in
accordance with ASTM D 4057 or 4177. Sanples shall be tested in
accordance with Table I and 4.5. Upper, mddle and | ower sanples
will be taken as described in ASTM D 4057 or 4177. Sanples may
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be conposited to a single sanple if the lot is honbgeneous. |If
the lot is not honbgeneous, specification tests will be perforned
separately on the upper, mddle and | ower sanples.

4.5 |lnspection. Inspection shall be performed in accordance
wi th nmethod 9601 of FED- STD- 791.

4.6 Test Reports. Test data shall be reported in the sanme order
as listed in Table I.

5. PREPARATI ON FOR DELI VERY

5.1 Packagi ng, Packing and Marking. Packaging, packing and
mar ki ng shall be in accordance with M L-STD-290. The |evel of
packagi ng, |evel of packing, type, and size shall be as specified
(see 6.2.1).
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6. NOTES

6.1 Intended Use. Fuel G|, Reclained can be used as a
substitute for ASTM D 396 either directly or as a blend in
stationary fuel-burning furnaces for heating buildings, for the
generation of steam or other purposes.

6.2 Navy Responsibilities. The Navy is responsible for assuring
that the Fuel O 1I, Reclainmed neets all the requirenents listed in
Table I.

6.3 User Responsibilities. The user is responsible for any on-
site blending and all operational or equi pnment nodifications
necessary to assure that the Fuel G|, Reclained is burned in a
safe, efficient and environnmentally sound manner as specified in
MO- 911, “Utilization of Navy Generated Waste QO |s as Burner

Fuel .”

6.4 Subject Term (Keyword) Listing.

Shore Boil er Fuel
F.OR

Fuel

Recycl e Fuel
Recl ai ned QO |

6.5 Changes from Previous Issue. Marginal notations are not
used in this revision to identify changes with respect to the
previ ous issue due to the extensiveness of the changes.

6.6 National Stock Nunber. The followi ng National Stock Nunber
has been assigned to the fuel covered by this specification:

Gallon (COG 1B Item) 9140-01-068-6903

Cust odi ans: Preparing Activity:
Navy - SA Navy - SA
(Project 9140- N107)

Revi ew Activities:

Navy - YD, MC, CG
DLA - PS
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